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THV HYDRAULIC VINE SHREDDER 50 to 120 C.V.THV HYDRAULIC VINE SHREDDER 50 to 120 C.V.

10 mm lateral and 6 mm shell with 6 mm reinforced structure.

Specialised vine shredding, high shredding capacity. 

4 rotor lateral transmission belts.    

Double row auto-oscillating barrel bearings. 

Casting rotor-bearing supports. 

Includes free wheel drive, bolts and pins as standard.

Reinforced height adjustable rear wheels 

Adjustable nylon pan.  

480 mm rotor diameter.

For rocky or tilled land.  

Reversible hydraulic feeding pump. 

2 automatic tensioners, in feeder and rotor.  

With extendible and/or removable front grilles.

Prepared for hammers or blades

Hydraulic deposit for feeder.  

Filters, thermostat and distributor control.

MODEL
Nº OF 

BLADES /
HAMMERS

CUT WIDTH
TOTAL
WIDTH MAX POWER WEIGHT

THV-125THV-125 24/1224/12 1,2501,250 1,5311,531 50 - 12050 - 120 875875

THV-150THV-150 32/1632/16 1,5001,500 1,7811,781 60 - 12060 - 120 965965

THV-175THV-175 40/2040/20 1,7501,750 2,0312,031 70 - 12070 - 120 1.0151.015

OPTIONS:OPTIONS:

CODE DESCRIPTION

0110801108 CYLINDER REF. WITH HOSES AND VALVE

0112001120 CYLINDER REF. LONG WITH HOSES AND VALVE

2029720297 ROTATING REAR WHEELS 
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