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TRR HYDRAULIC TWO WAY PRUNING SHREDDERS
40 to 120 H.P.

TECHNICAL CHARACTERISTICS

With double effect turret and twin axle
With hydraulic lateral displacement
10 mm shell and lateral sections with structural reinforcements.
High performance professional model

With 10mm replaceable blades or hammers.
Comes with crumbling saws and counter-saws.
Casting rotor-bearing supports. 4
480 mm rotor diameter. 220 mm rear bearing diameter. /=
Double row auto-oscillating barrel bearings. ’
It included in the group freewheel system
Shredding capacity up to 12cm to 14cm diameter and grass.
Professional model high performance

raEEL BE;gES/ CUTMV'\\I’IIDTH TOTAI\III. n\;\IIDTH MAX :gWER WEIlgHT
HAMMERS : : ol
TRR-150/2H 32/16 1,500 1,660 60 - 120 790
TRR-175/2H 40/20 1,750 1,910 65 - 120 880
TRR-200/2H 48/24 2,000 2,160 80 - 120 968
TRR-230/2H 56/28 2,300 2,460 90 - 120 1.074
TRR-250/2H 56/28 2,500 2,660 100 - 120 1.149
TRR-280/2H 64/32 2,800 2,960 100 - 120 1.244
Options:
CODE DESCRIPTION

01108 CYLINDER REF. WITH HOSES AND VALVE
01120 CYLINDER REF. LONG WITH HOSES AND VALVE
01075 REAR HYDRAULIC WHEELS (NO ROLLER)
01074 REAR MECHANIC WHEELS (NO ROLLER)
20086 THIRD POINT CHAIN
20086 REAR GRILLE

1191 CURTAIN WITH CHAINS
70038 ROTOR EAR REINFORCEMENTS
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