
VLS ROTOTILLER 35 to 80 H.P.VLS ROTOTILLER 35 to 80 H.P.

TECHNICAL CHARACTERISTICS

• Reinforced lateral chain drive with automatic tensioner.  
• Nodular casting crankcase and group. 
• Includes reinforced drive with safety clutch.   
• 6 blades per disc, bolts and pins.
• Centred or displaced, to be advised when ordering.   
• Rear curved collector for higher definition.   
• For fruit or vine tractors.    

MODEL
Nº OF 

BLADES
CUT WIDTH

MM.
TOTAL WIDTH

MM.
MAX POWER

H.P.
WEIGHT

KG.

VLS-24VLS-24 2424 1,0701,070 1,2301,230 35 - 8035 - 80 430430

VLS-27VLS-27 2727 1,2261,226 1,3861,386 40 - 8040 - 80 445445

VLS-30VLS-30 3030 1,3251,325 1,4851,485 40 - 8040 - 80 465465

VLS-33VLS-33 3333 1,4811,481 1,6411,641 45 - 8045 - 80 495495

VLS-36VLS-36 3636 1,5801,580 1,7401,740 45 - 8045 - 80 511511

VLS-39VLS-39 3939 1,7361,736 1,8961,896 50 - 8050 - 80 530530

VLS-42VLS-42 4242 1,8351,835 1,9951,995 50 - 8050 - 80 541541

VLS-45VLS-45 4545 1,9911,991 2,1512,151 60 - 8060 - 80 575575

VLS-48VLS-48 4848 2,0902,090 2,2502,250 60 - 8060 - 80 590590

Options:

CODE DESCRIPTION
0102001020 FOLDABLE MECHANICAL FLAPS 

0106201062 FOLDABLE HYDRAULIC FLAPS

0101001010 SPLIT HORIZONTAL COLLECTOR

0103101031 RIGHT SIDE GRILLE 

C / DC / D CENTRED OR DISPLACED

2525
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